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FIBER OPTIC L2 SWICTH  
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☞ DESCRIPTION 

 ☞ FEATURES 

-. 28Port * 1G SFP+ 12Port * 10/100/1000M UTP + 4Port * 10G SFP   Auto negotiation, MDI-X 

-. 160G backplane bandwidth 

-. SM fiber optic cable support (9/125㎛) 

-. IGMP v1/v2/v3 , IGMP Snooping , MVR, MLD Snooping support 

-. Including VLAN, Port Aggregation, Port Mirroring, Port Isolation, Port Data Flow Control,  

    Port Rate Limotation, Multicast, QOS, Access Control 등 L3 function support 

-. IEEE802.3x Flow Control support 

-. Ring protocol ERPS G.8032 support 

-. IPv4/ IPv6 Forwarding support 

-. IEEE 802.1D/1s/1w STP/RSTP/MSTP support 

-. Console, Telnet,SSH2.O, WEB Management, SNMP v1/v2/v3, RMON support 

-. Forwarding speed 168Mpps more support 

-. Input power 100~240VAC, 50/60Hz  

-. Temperature : Operation temp. -10 ~ 50℃ / Storage temp. -20 ~ 70℃ 

This L2 switch model is designed to transmit 10/100/1000Mbps ethernet data with UTP 12 port / GE SFP 28 port  

/ 10GE 4 Port, which offers high performance and quality service  at a very affordable price 
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Standard configuration                 - 28 port * 1G SFP , 12 port * 10/100/1000M UTP 

                                                         - 4 port * 10GE SFP 

                                                         - 1 Console port  

Backplane                                       - 160Gbps 

Buffer                                              - 64Mb 

MAC table                                       - 32K 

Reset Key                                       - 1* Reset Key 

Standards                                       - IEEE802.3 10BASE-T, IEEE802.3i 10Base-T 

                                                         - IEEE802.3u 100Base-TX 

                                                         - IEEE802.3ab 1000Base-T 

                                                         - IEEE802.3z 1000Base-LX/SX/CX 

                                                         - IEEE802.3ae 10GBase-SR/LR 

                                                         - IEEE802.3x 

Multicast                                         - IGMP v1/v2/v3 , IGMP Snooping , IGMP Fast Leave 

                                                         - MVR（Multicast VLAN Registration) 

                                                         - MLD Snooping（Multicast Listener Discovery Snooping) 

IP Routing                                       - Static routing  

                                                         - Load balance by equivalent routing, BFD for OSPF, BGP 

Flow Rate Limitation                      - Rate limiting on packets sent and received by an interface 

Port Flow Control                           - Half Duplex Control Based On Back Pressure 

                                                         - Full Duplex Based On PAUSE 

Port Isolation                                  - Support downstream ports isolated from each other, while opening  

                                                           communication with upstream ports 

STP                                                  - 802.1D (STP), 802.1W (RSTP) and 802.1S (MSTP) 

                                                         - BPDU protection, root protection, and loopback protection 

VLAN table                                      - Support up to 4K VLAN 

                                                         - Support port-based VLAN 

                                                         - VLAN assignment based on MAC addresses, protocols,  

                                                           and IP subnets 

Port Mirroring                                 - Many to one port mirroring  
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QoS                                                 - SP（Strict Priorty） 

                                                        - WFQ (Weighted Fair Queuing) 

                                                        - WRR (Weighted Round Robin) 

                                                        - Random Early Detect (RED) 

                                                        - Weighted Random Early Detection (WRED) 

                                                        - Head Of Line 

                                                        - Best-Effort Service 

                                                        - First come first served 

                                                        - 802.1p 

                                                        - Cos/Tos，QOS 

                                                        - Differentiated Service 

Management                                  - Console,Telnet,SSH 2.0,Web 

System Maintenance                    - File Upload/ Download; 

                                                        - Upgrade Pack Upload ; 

                                                        - WEB to restore default; 

                                                        - System Logs; 

                                                        - Ping; 

Network security                           - Binding of the IP address, MAC address, interface 

                                                        - AAA authentication, RADIUS authentication 

                                                        - Port isolation 

                                                        - 802.1x authentication 

                                                        - SSH v2.0 

                                                        - User privilege management and password protection 

Size                                                 - 440*240*44mm(W*D*H) 

Power Source                                - AC100~240VAC (auto-adaptable), 50-60Hz 

Total Power consumption            -  60W 

Environment                                  - Working temperature: -10 ~ 50℃ 

                                                        - Storage temperature: -20 ~ 70℃ 

                                                        - Humidity: 0-90% no condensation 
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